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SELECTION: Select a lance that matches the system
flow and pressure to assure safety during operation. 

INSTALLATION: Install these single lances to any
1/4" gun. Use PTFE thread tape or pipe thread
sealant to assure a leak proof fit.

OPERATION: Flow goes through the lance as soon
as the trigger on the gun is squeezed.

FEATURES

● Square ventilated durable blue nylon for operator
comfort and safety.

● Suitable for hot or cold water blasting.

● Durable nozzle protector reduces nozzle 
clogging and damage.

● New higher pressure rating.

SPECIFICATIONS
U.S. Measure Metric Measure

MODEL 31219
Maximum Flow ................................8 GPM (30 L/M)
Maximum Pressure......................5100 PSI (350 BAR)
Maximum Temperature.....................320°F (160°C)
Inlet Fitting.................................1/4" NPTM (1/4" NPTM)
Nozzle Holder ............................1/4" NPTF (1/4" NPTF)
Weight............................................31.6 oz. (.89 kg)
Overall Length .......................................32" (800 mm)

MODEL 31220
Maximum Flow ................................8 GPM (30 L/M)
Maximum Pressure......................5100 PSI (350 BAR)
Maximum Temperature.....................320°F (160°C)
Inlet Fitting.................................1/4" NPTM (1/4" NPTM)
Nozzle Holder ............................1/4" NPTF (1/4" NPTF)
Weight............................................33.8 oz. (.96 kg)
Overall Length .......................................42" (1050 mm)

Stainless Steel
Square Insulated
High Pressure Lance

Models 31219
31220

“Customer confidence is our greatest asset”

WARNING
Severe injury can occur with high pressure spray.

Do not allow spray to contact any part of body.



EXPLODED VIEW

PARTS LIST
YTQNOITPIRCSEDLTAMN/PMETI

701 31868 S Fitting, Inlet (1/4"NPTMx 1/4"NPTF) 1
1)mm 008( ebuTS—207
1)mm 0501( ebuTS—
2/1tfeL - ecnaL ,revoCYN—307

704 — STZP Screw, Self Threading (M3.5x18) 6/12
2/1thgiR - ecnaL ,revoCYN—507
2/1rotalusnI ,emarFLA79013607
2/1)01M( revoC ,wercSPZTS07823807
2/1revoC ,gulPYN—907

725 32232 SSS Holder, Nozzle (1/4"NPTF x 1/4"NPTF) 1
1elzzoN ,rotcetorP—06013627
1rotcetorP ,ralloCYN01113827

735 31169 NY Assembly, Protector (Inclds: 728, 726) 1
736 31239 NY Assembly, Insulator (Inclds: 703, 704, 705, 706) 1/2

90 Day Warranty
Refer to complete CAT PUMPS Warranty for further information.

WARRANTY

Italics are optional items.
Material Codes (Not Part of Part No.):

AL=Aluminum NY=Nylon S=304SS SSS=416SS STZP=Steel/Zinc Plated

Leaking at gun nozzle ● Check fitting for proper sealant and 
connection reconnect to gun.

Leaking at nozzle ● Check for proper sealant at lance and
nozzle protector connection and 
reconnect.

Broken nozzle protector ● Replace to assure nozzle life.

TROUBLESHOOTING
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The Pumps with Nine Lives


